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LETTING DATE: JANUARY 23, 2009   
 
 

  The Schedule of Items is amended as follows: 
 
 1.  In Group 1, the bid item “Remove Delineator Unit” has been added with a quantity 
                 of 30.000 EACH. 
 
 2.  In Group 9, the quantity for the bid item “Gravel Surface Course” is incorrect and  
                 should read 120.000 CY. 
 
 3.  In Group 9, the quantity for the bid item “Hydrated Lime for Asphalt Mixtures” is  
                 incorrect and should read 111.770 TON. 
 
 4.  In Group 9, the quantity for the bid item “Asphaltic Concrete, Type SP4 Special (0.5)” 
                 is incorrect and should read 10,675.000 TON. 
 
 5.  In Group 9, the quantity for the bid item “Placement of Asphaltic Concrete for  
                 Driveways and Intersections” is incorrect and should read 2,554.000 SY.  
 
 6.  In Group 9, the quantity for the bid item “Performance Graded Binder” is incorrect and 
                 should read 603.544 TON 
 
 7.  In Group 9, the bid item “Preparation of Intersections and Driveways” has been  
                 added with a quantity of 190.000 SY. 
 
 The EBS generated bid items sheets must show these corrections or the bid will be 
considered void. 
 

* * * * * 
 

 The Special Provisions are amended to include the following: 
 

FABRIC SILT FENCE 
   
 For the installation of silt fence, the Department has about 2,000 used steel “T” post 
available at the Holdrege Maintenance Yard for use at no cost to the Contractor.  If the 
Contractor elects to use these posts, the Contractor will be required to make arrangements with 
the Engineer for access to the maintenance yard.  The posts may be used for this project only.  
Any extra posts picked up and not incorporated into the silt fence shall be returned to the 
maintenance yard. 
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* * * * * 
 

 On plan sheet 2-S2, the “Summary of Quantities and Location of Surfaced Driveways” is 
amended as follows: 
 
 1.  For the driveway at Sta. 87+37 Rt, the preparation column is amended to read   
                 96 SY. 
 
 2.  A driveway at Sta. 178+83 Rt has been added with the following information: 
 
  R W L       Placement Asph Prep Gravel 
  Ft Ft Ft Degree      (SY) Conc    (CY) 
         (Ton) 
 
  25 24 0      0        94    10     94      5 
 

* * * * * 
 

 On plan sheet 2-S2, the “Summary of Quantities and Location of Surfaced Intersections” 
is amended to include an intersection at Sta. 217+10 Rt with the following information: 
 
  R W L       Placement Asph Prep Gravel 
  Ft Ft Ft Degree      (SY) Conc    (CY) 
         (Ton) 
 
  15 Var Var     25        250   27     --      10 
 

* * * * * 
 

 Upon execution of the contract, the plans will be revised to reflect these changes. 
 
  
                                                                          DEPARTMENT OF ROADS 
 
 

     Original Signed by Claude Oie 
 
 
           Claude Oie 
           Construction Engineer 
 
Issued:  January 12, 2009 
 
CO:705AD101 
 
NOTICE:  Only the contractors issued bidding proposals receive this addendum and 
responsibility for notifying any potential subcontractors or suppliers remains with the contractor. 

 


